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Thickener AK HASE 3344 
Thickener AK HASE 3344 is an associative alkali soluble viscosifier.  It is supplied as a stable, ready-to-use anionic latex emulsion.   

 

 

Thickener AK HASE 3344  was developed for use in water based paints and coatings. It’s high shear characteristics make it an ideal 

choice where good leveling and anti-splatter are desirable. This product can be added both to the pigment grind and as a final 

rheology modifier in the manufacture of paints and coatings. It imparts good viscosity stability over time when compared to 

other offerings.   

Parameter 

Solids 

pH 

Limits 

29 - 31% 

4.5 - 5.5 

Method 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

No representation or warranty, expressed or implied, is made as to the accuracy or completeness of the information of data 

contained herein and Boran New Material shall have no obligation or liability whatsoever with respect to any such 

information or data, including, but not limited to, any liability for infringement of patent or other industrial property rights. 

Boran New Material disclaims all implied warranties of merchantability and fitness for a particular purpose. 

Boran New Material shall in no event be liable for incidental or consequential damages, including, without limitation, 

lost profit, loss of income, loss of business opportunity and any other related costs and expenses. 

 


